
Buena Vista Railroad Grade Separation
Bikeway would cross Buena Vista At Grade
Similar treatment to City of Los Angeles intersections

Hollywood Way Underpass
Bikeway would utilize existing bridge deck
Bikeway constrained to 8 feet across bridge
Roadway restriping to accommodate bikeway

New Empire Avenue Underpass
Bikeway would cross underpass over
required utility bridge in MTA ROW
(Utility Bridge not yet Designed by Caltrans)

Existing San Ferando Blvd underpass to be removed
by Empire Interchange Project
Victory Place to be reconstructed at grade
Bikeway to be constructed adjacent to Victory Place
No overpass structure will be required

Victory Place east sidewalk widened to 12 Feet (shared bike+ped)
Bikeway Crosses under existing rail bridge
Bikeway constrained to 8 feet directly adjacent to bridge abutments

Approximate new MTA ROW Line to accommodate
widened I-5 freeway.  Victory Place to remain in place
until MTA light rail or high speed rail is constructed
Bikeway follows roadway, not ROW line

-  Assumed new alignment for Metrolink to be located on east side of tracks
-  Parking lots north of Buena Vista, west side of tracks to be removed for shoe-fly construction and would not be replaced

Bikeway Assumptions
-  12 foot wide bikeway, 8 foot wide across overpasses
-  5 foot offset from adjacent street except in constrained areas
-  Chain link fence separation from roadway in constrained area

Exhibit E
San Fernando Bikeway Conceptual Alignment
City of Burbank - January 2007
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Victory Place east sidewalk widened to 12 Feet (shared bike+ped)
Bikeway Crosses under existing rail bridge
Bikeway constrained to 8 feet directly adjacent to bridge abutments

-  Assumed new alignment for Metrolink to be located on east side of tracks
-  Parking lots north of Buena Vista, west side of tracks to be removed for shoe-fly construction and would not be replaced

Bikeway Assumptions
-  12 foot wide bikeway, 8 foot wide across overpasses
-  5 foot offset from adjacent street except in constrained areas
-  Chain link fence separation from roadway in constrained area
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